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Cisco™ CCNA : VLANs and VTP

/ﬂLANs — Points to Remember ﬂTP — Points to Remember \\

1. VTP is a Layer 2 messaging protocol. It carries configuration information throughout a
1. VLAN 1 is the management VLAN. ) \S/I'rllgl?\ﬂ(i%r::lgre
2. Static VLAN : VLAN is statically assigned to the physical port and never changes. ’ Server : Create, modify, or delete VLANS (This is the deafult vip mode on a switch)
3. Dynamic VLAN : VMPS automatically assigns VLAN based on MAC Client '.Can't cr’eate ch,ange or delete VLANSs
4. Access Link : An access link can carry only one VLAN (used between host and switch port) Transp.arent - Used ’when a éwitch is not required to participate in VTP, but only pass
5. Trunk Link : A trunk link can carry multiple VLANs. Used to connect to other switches, the informatioﬁ to other switches ’
routers, or servers i . L
’ o . 3. VTP domain is common to all switches participating in VTP
?' R"Lﬁlt(yl‘i):kssoga-l;:légl:rfrir?én%B%LV(EAS,\?;’ G e 2 1g 4. Pruning is a technique where in VLANs not having any access ports on an end switch
o y X . . are removed from the trunk to reduce flooded traffic
8. Switchport modes are trunk, dynamic desirable, dynamic auto, access.

5. Configuration revision number is a 32-bit number that indicates the level of revision
fora VTP packet. Each time the VTP device undergoes a VLAN change, the config
revision is incremented by one.

. , / VTP Configuration \
VLAN configuration
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Creating VLANs \ A p fi . SWl#vlan database
ceess Port configuration SW1(vlan)#vtp mode (Server/Client/Transparent)
SW1#vlan database SW1(config-ifj#switchport mode access

SW1(vlan)#vtp domain <name>
SW1(vlan)#vlan 10 name firstvlan SW1(config-ifj#switchport access vlan 10

SW1(vlan)#vtp password <password>
SW1(vlan)#vlan 20 name secondvlan SW1(config-if#switchport access vian 20 SW1(vlan)#vtp pruning

Access port config to a range of interfaces Trunk Port configuration Troubleshooting commands \
SWH1(config)#interface range fa 0/2 - 5 _show vlan

SW1(config-ifj#switchport access vian 10 SW1(config-if)#switchport mode trunk show vlan-membershi

SW1(config)#interface range fa 0/6 - 10 SW1(config-if)#switchport trunk encapsulation dot1q ' P

SW1 (config-if#switchport access vian 20

- "N /

. show vtp status
. show interfaces trunk
. show interface <interface-name> switchport
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